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(54) TiUe: METHOD FOR PRODUCING A LUMINESCENT PATTERN FROM NON-OVERLAPPING DOTS, Am> CORRE- 
SPONDING LUMINESCENT PATTERN 



(54) Titre : PROCEDE DE REALISATION DTJN MOTIF LUMINESCENT A PARTIR DE POINTS SANS RECOUVREMENT, 
ET MOTIF LUMESTESCENT CORRESPONDAIOT 




|Ss (5'') Abstract: The invention concerns a method for producing a luminescent pattern comprising the following steps: breaking down 
the pattern in accordance with a raster (2) comprising a series of non-overlapping cells (3); for each cell, determining from at least 
two luminescent materials emitting radiation at different colours when excited, a luminescent material dot having dimensions at most 
^? equal to the cell, and an appropriate colour such that one combination of different types of radiation of adjacent points recreate a 
^ corresponding zone of the pattern; printing the dots (4) thus determined in the corresponding cells of the raster The invention also 
concerns a luminescent pattern comprising a series of non-overlapping dots of at least two luminescent materials emitting different 
colours when excited, at least one part of the dots emitting colours combining to produce at least a third colour. 
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(57) Abrege : Le proc6d6 de realisation d'un motif luminescent comporte les Stapes de : - decomposer le motif selon une trame 
(2) comportant une s^rie de cellules (3) sans recouvrement ; - pour chaque cellule, determiner k partir d'au moins deux mati^res 
luminescentes emettant des radiations k des couleurs differentes lorsqu'elles sont excit^es, un point de matifere luminescente ayant 
des dimensions au maximum egales ^ la cellule, et une couleur appropriee pour qu'une combinaison des radiations de points adja- 
cents reconstitue une zone coirespondante du motif ; - imprimer les points (4) ainsi determines dans les cellules cortespondantes 
de la trame. L'invention conceme egalement un motif luminescent comportant une s6rie de points luminescents sans recouvrement 
d'au moins deux matidres luminescentes emettant des couleurs differentes lorsqu'elles sont excitees, au moins une partie des points 
emettant des couleurs se combinant pour former au moins une troisi^me couleur. 



